
BPE Unistream 
Standardised back pull-out pumps 
 

 
 

 

 

 
These pumps are constructed to conform to the widely accepted DIN 24255 standard, which has a 
precise dimension standard and an agreed hydraulic grid for pump performance. Casing of the 
volute type with integrally cast feet. Impeller has double shrouded design and is hydraulically 
balanced. Replaceable wear rings are fitted and bearings are grease lubricated.  
 
 

 
 



 

MATERIALS OF CONSTRUCTION 
   

  CI-CI-SS CI-BR-SS 
 Casing Cast Iron Cast Iron 
 Impeller Cast Iron Bronze 
 Wear Ring Cast Iron Cast Iron 
 Shaft Stainless Steel Stainless Steel 
 Shaft Sleeve Stainless Steel Stainless Steel 
 Lantern Ring Cast Iron Bronze 
 Gland Cast Iron Cast Iron 
 

 
 

Measurements in Millimetres             
 Shaft Pump Measurements Foot Dimensions Shaft end Dis-

Type Module              Measurements tance Wt 
 Size                   
  NWd NWs a f h1 h2 b c m1 m2 n1 n2 s e1 s1 w d l t u y1) kg 

32/13 25 32 50 80 360 112 140 50 14 100 70 190 140 14 100 14 267 24 50 27 8 140 28
32/16 25 32 50 80 360 132 160 50 14 100 70 240 190 14 100 14 267 24 50 27 8 140 34 
32/20 25 32 50 80 360 160 180 50 14 100 70 240 190 14 110 14 267 24 50 27 8 140 41 
32/26 25 32 50 100 360 180 225 65 14 125 95 320 250 14 110 14 267 24 50 27 8 140 59 
40/13 25 40 65 80 360 112 140 50 14 100 70 210 160 14 100 14 267 24 50 27 8 140 29 
40/16 25 40 65 80 360 132 160 50 14 100 70 240 190 14 100 14 267 24 50 27 8 140 36 
40/20 25 40 65 100 360 160 180 50 14 100 70 265 212 14 110 14 267 24 50 27 8 140 44 
40/26 25 40 65 100 360 180 225 65 14 125 95 320 250 14 110 14 267 24 50 27 8 140 61 
50/13 25 50 65 100 360 132 160 50 14 100 70 240 190 14 100 14 267 24 50 27 8 140 32 
50/16 25 50 65 100 360 160 180 50 14 100 70 265 212 14 110 14 267 25 50 27 8 140 38 
50/20 25 50 65 100 360 160 200 50 14 100 70 265 212 14 110 14 267 24 50 27 8 140 46 
50/26 25 50 65 100 360 180 225 65 14 125 95 320 250 14 110 14 267 24 50 27 8 140 63 
65/13 25 65 80 100 360 160 180 65 14 125 95 280 212 14 110 14 267 24 50 27 8 140 39 
65/16 25 65 80 100 360 160 200 65 14 125 95 280 212 14 110 14 267 24 50 27 8 140 43 
65/20 25 65 80 100 360 180 225 65 14 125 95 320 250 14 110 14 267 24 50 27 8 140 52 
65/26 35 65 80 100 470 200 250 80 16 160 120 360 280 18 110 14 342 32 80 35 10 140 81 
65/32 35 65 80 125 470 225 280 80 16 160 120 400 315 18 110 14 342 32 80 35 10 140 100 
80/16 25 80 100 125 360 180 225 65 14 125 95 320 250 14 110 14 267 24 50 27 8 140 53 
80/20 35 80 100 125 470 180 250 65 14 125 95 345 280 14 110 14 342 32 80 35 10 140 70 
80/26 35 80 100 125 470 200 280 80 16 160 120 400 315 18 110 14 342 32 80 35 10 140 91 
80/32 35 80 100 125 470 250 315 80 16 160 120 400 315 18 110 14 342 32 80 35 10 140 107 
100/20 35 100 125 125 470 200 280 80 16 160 120 360 280 18 110 14 342 32 80 35 10 140 85 
100/26 35 100 125 140 470 225 280 80 16 160 120 400 315 18 110 14 342 32 80 35 10 140 103 
100/32 35 100 125 140 470 250 315 80 16 160 120 400 315 18 110 14 342 32 80 35 10 140 116 
100/40 45 100 125 140 530 280 355 100 18 200 150 500 400 23 110 14 370 42 110 45 12 140 177 
125/26 35 125 150 140 470 250 355 80 16 160 120 400 315 18 110 14 342 32 80 35 10 140 110 
125/32 45 125 150 140 530 280 355 100 18 200 150 500 400 23 110 14 370 42 110 45 12 140 151 
125/40 45 125 150 140 530 315 400 100 18 200 150 500 400 23 110 14 370 42 110 45 12 140 181 
150/32 45 150 200 160 530 280 400 100 18 200 150 550 450 23 110 14 370 42 110 45 12 140 170 
150/40 45 150 200 160 530 315 450 100 18 200 150 550 450 23 110 14 370 42 110 45 12 140 205 
 

1) Back-pull-out distance required between Motor shaft end and Pump shaft. 
  

 

BLAKERS PUMP ENGINEERS 
www.blakerspumps.com.au 

Head Office & Works 
29 Paramount Drive 
WANGARA  WA  6065 
Telephone: (08) 9302 1855 
Fax: (08) 9302 1856 
sales@blakerspumps.com.au 

Victoria 
Unit 11, 477/479 Warrigal Road 
MOORABBIN  VIC  3189 
Telephone: (03) 9532 2522 
Fax: (03) 9532 2655 
melbourne@blakerpumps.com.au 

New South Wales 
Unit 1/1 Ashley Street 
HORNSBY  NSW  2077 
Telephone: (02) 9987 1422 
Fax: (02) 9987 1433 
sydney@blakerspumps.com.au 

Queensland 
Level 2, 40 Devlan Street 
MANSFIELD  QLD  4122 
Telephone: (07) 3343 3266 
Fax: (07) 3343 3677 
brisbane@blakerspumps.com.au 
 

Gladstone – Service Facility 
Unit 10, 236 Alf O’Rourke Drive 
GLADSTONE  QLD  4680 
Telephone: (07) 4972 5720 
Fax: (07) 4972 4056 
gladstone@blakerspumps.com.au 

 




